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macrocarpa member ends exposed to rain are 
to be protected via copper capping.
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A-10

BARGEBOARD EX 200
X 20 FINGERJOINTED 
PINE

100mm R/C SLAB 665 MESH CENTRAL ON 40 POLYSTYRENE  
ON D.P.C ON 25mm SAND BLINDING ON MIN. 100mm 
COMPACTED HARDFILL.

Metro Eco Pioneer Ped 
fire with wetback

F.F.L.287.70m

1200

F.F.L.278m

90 x 45 MSG8 ceiling 
joists @600cc lined with 13mm 
                               aqualine gib140 x 45 MSG8 ceiling 

joists @600cc over hallway

FL 287.55

140X45 H1.2 PURLINS ON EDGE @ 
600 CRS (2 spans) lined with
hardiflex

90ø H4 timber 
Unipoles @ 8º

90ø H4 timber 
Unipoles @ 8º

06

A-11

07

A-07

08

A-07

Ceiling lining - 12mm ply over exposed
macracarpa rafters @1200cc.  Nail ply
diaphragm @ 150mm cc sheet edges, 
300 otherwise to rafter/purlins above.
Clear finish.

09

A-12

15

A-11

FL 287.55

LIVING ROOM HALLWAY

26
00

Corrugate Colorcote ZR8 G550 Steel 0.40mm on
140 x 45 purlins on edge @1100 cc max. (800 end span) 
with R2.2 Insulation on 12mm ply lining on 
exposed 190 X 70 Heart macracarpa RAFTERS 
@ 1200cc fixed with 2/100 x 3.75 skewed nails & 2 wire dog
to exterior wall top plates

BB
A-03

SECTION BB
Scale 1:50
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PITCH 10º

2/190 x 45 Lintel

ex 160 x 20 fingerjointed 
fascia board with Steel & 
Tube Plumbline guttering

300 x 63 Hyspan ridge beam

F.F.L.287.70

Fixed ventilating 
Skylight LPF4 
(420 x 420 opening)

90 x 45 MSG8 ceiling 
joists @600cc lined with
13mm aqualine gib

100mm R/C SLAB 665 MESH CENTRAL ON 40 POLYSTYRENE  
ON D.P.C ON 25mm SAND BLINDING ON MIN. 100mm 
COMPACTED HARDFILL.
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A-10

Corrugate Colorcote ZR8 G550 Steel 0.40mm on
140 x 45 purlins on edge @1100 cc max. (800 end span) 
with R2.2 Insulation on 12mm ply lining on 
exposed 190 X 70 Heart macracarpa RAFTERS 
@ 1200cc fixed with 2/100 x 3.75 skewed nails & 2 wire dog
to exterior wall top plates

AA
A-03

SECTION AA
Scale 1:100

FL 287.55

PITCH 10º

100mm R/C SLAB 665 MESH CENTRAL ON 40 POLYSTYRENE  
ON D.P.C ON 25mm SAND BLINDING ON MIN. 100mm 
COMPACTED HARDFILL.

ex 160 x 20 
fingerjointed fascia 
board with Steel 
& Tube Plumbline 
guttering

F.F.L.287.70m

300 x 63 Hyspan ridge beam

Bond beam, timber framed
wall above

08

A-07

07

A-07

15
0

U
ku

 w
al

l h
ei

gh
t 2

40
0

FFL 287.7m

30
0

50
w

in
do

w
s 

23
50

To
ta

l w
al

l h
ei

gh
t 2

70
0

14
0

SNIPE RAFTERS FROM WALL 
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COPPER CAP ON END
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FL 287.55

Corrugate Colorcote ZR8 G550 Steel 0.40mm on
140 x 45 purlins on edge @1100 cc max. (800 end span) 
with R2.2 Insulation on 12mm ply lining on 
exposed 190 X 70 Heart macracarpa RAFTERS 
@ 1200cc fixed with 2/100 x 3.75 skewed nails & 2 wire dog
to exterior wall top plates
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300W X 400D FOOTING AROUND
PERIMETER OF BUILDING.  
SEE DETAIL

100mm R/C SLAB 665 MESH 
CENTRAL ON 40 POLYSTYRENE  ON 
D.P.C ON 25mm SAND BLINDING 
ON MIN. 100mm COMPACTED 
HARDFILL.

200 X 200 FOOTING AROUND
EDGE OF PATIO.  SEE DETAIL

F.F.L.287.7

DOOR SETDOWN DOOR SETDOWN

D
O

O
R

 S
ET

D
O

W
N

200 X 200 X 450
FOOTING FOR POST, 
TIED INTO SLAB

200 X 200 X 450
FOOTING FOR POST, TIED
INTO SLAB

200 X 200 X 450
FOOTING FOR POSTS, TIED
INTO SLAB

60mm FALL80mm FALL
1:40 MIN.

80
m

m
 F

AL
L

FL 287.85

expansion joints

300W X 400D FOOTING AROUND
PERIMETER OF BUILDING.  
SEE DETAIL

FL 287.55

200 X 200 X 450
FOOTING FOR POSTS, 
TIED INTO SLAB

300W x 200D slab
thickening (no poly.)
2 D12 R6 links @ 600cc

300W X 400D FOOTING 
UNDER RAMMED 
EARTH WALLS SEE 
DETAIL 5 SHEET A-10
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BC Issue Rev. Detail Amendment & Add. 
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A1-07

FOUNDATION PLAN
Scale 1:100

100mm R/C SLAB 665 
MESH CENTRAL ON 
D.P.C ON 25mm SAND 
BLINDING ON MIN. 
100mm COMPACTED 
HARDFILL.

SLOPE 1:40

UNFINISHED GROUND
 LEVEL 

200

10
0

25
10

0

304 STAINLESS STEEL BOWMAC
BRACKET
304 STAINLESS STEEL M12 BOLT

D12 STARTERS
@ 600 crs around
D12 REINFORCING 
BARS

90Ø
 U

N
IPO

LE H
4 
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 8º

HARDFILL

SAND

20
0 
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ot
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g

08
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TYPICAL TERRACE SLAB EDGE THICKENING DETAIL
Scale 1:10

300

40
0

150

D10 TIE & FLOOR STARTERS 
@ 400CTRS

STRIP FOOTING BEARING ON 
ORIGINAL GROUND. MIN. BEARING 
CAPACITY 100KPA

D12 REINFORCING @ 1200cc

TYPE B CONSTRUCTION JOINT 
PREPARATION WITH 2 COATS 
BITUMEN PAINT.

150MM EARTH WALL 100mm R/C SLAB 665 MESH CENTRAL ON 
40 POLYSTYRENE  ON D.P.C ON 25mm 
SAND BLINDING ON MIN. 100mm 
COMPACTED HARDFILL.

10
0

4/D12 LONGITUDINAL 
REINFORCING

15
0

100mm HEAVY DUTY TAPE 
DPC TO BITUMEN
PAINTED CONCRETE TO
SEAL BELOW FINISHED 
CONCRETE LEVEL

50
70

07
A-05

TYPICAL WALL/SLAB FOOTING
Scale 1:10

NOTE: In accordance NZS 3604 Table 4.1, all exposed 
fixings within 600mm of the ground are to be Type 
304 Stainless Steel.
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A-08
ROOF PLAN
Scale 1:100

A-08
ROOF FRAMING PLAN
Scale 1 : 100
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Exposed 190 X 70 macracarpa RAFTERS in this 
area @ equal centres  (slightly less than 1200) and
fixed with 2/100 x 3.75 skewed nails & 2 wire dog
to ext.wall plate

EQ
EQ

EQ

300x63 HYSPAN RIDGE BEAM

140X45 RAFTER/PURLINS ON EDGE @ 
1100 CRS MAX. (800 END SPAN) H1.2
190X70 MACROCARPA RAFTERS FIXED 
WITH 2 X M12 BOLT

250 X50 MACRACARPA
PERMANENT SHUTTERING
ACTING AS VERANDAH BEAM

23
00

06
A-11

A-11

A-11

A-11

07

08

05

EXPOSED 190 X 70 MACRACARPA RAFTERS IN
THIS AREA @ 1200 CC FIXED WITH 2/100 X 3.75 
SKEWED NAILS & 2 WIRE DOG TO EXT. WALL 
PLATE

WALLS DASHED BELOW

LUMBERLOK 27MM STRIPBRACE & 
TENSIONERS - 5 NAILS EACH END IN 
ACCORDANCE WITH LUMBERLOK
DETAILS 
190 X 70 MGS8 H3.1 RAFTER FIXED WITH 
1/M12 BOLT
140X45 PURLINS ON EDGE @ 
600 CRS (2 SPANS)  H1.2                                                       

A-10
10

10º PITCH
10º PITCH

Flashed Flue

mount solar panel 
in this area at optimum 
angle for sun

DURALITE

DURALITE

DURALITE

R
ID

G
E 

FL
AS

H
IN

G

Fixed ventilating Skylight H4 
(420 x 420 opening)

Fixed Skylight SR5 
(1085 x 1085)

DURALITE

80mm
DP

Steel & Tube 
Plumbline gutter

80mm downpipe

Steel & Tube 
Plumbline gutter

80mm downpipe

EX 160 X 20 FINGER
JOINTED PINE FASCIA H3.2

EX.200 X 30 BARGE BOARD
FINGER/JNTD PINE H3.2

EX.200 X 30 BARGE BOARD
FINGER/JNTD PINE WITH
VERGE GUTTER BEHIND H3.2

80mm downpipe

Spreader

Verge gutter
06

A-11



Vinyl

Carpet

Concrete polished
and sealed

Exposed pebble 
aggregate

Vinyl

Carpet

Concrete polished
and sealed

Exposed pebble 
aggregate
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STATE HIGHWAY 30

ROTOITI

6022

1:100

RHLW/MH

A-09

BC Issue - Proposed Electrical Plan07/11/07A

A

BUILDING CONSENT

10º PITCH

Flashed Flue

DURALITE

DURALITE

10º PITCH

DURALITEDURALITE

EXPOSED RAFTERS WITH
6MM HARDIFLEX SLOPING 
SOFFIT TO MATCH ROOF 10º

DURALITE PANELS 
FRAMED BY
140 X 45 MSG8 
H3.2 TIMBER  

Bedroom ceiling lining - 12mm ply over exposed
macracarpa rafters @ equal cc.  Nail ply
diaphragm @ 150mm cc sheet edges, 
300 otherwise to rafter/purlins above

Flat ceiling lined with 13mm 
aqualine gib, stopped & painted

Ceiling lining - 12mm ply over exposed
macracarpa rafters @1200cc.  Nail ply
diaphragm @ 150mm cc sheet edges, 
300 otherwise to rafter/purlins above

EXPOSED RAFTERS WITH
6MM HARDIFLEX (PAINT FINISH)
SLOPING SOFFIT TO MATCH ROOF 10º

EXPOSED RAFTERS WITH
6MM HARDIFLEX (PAINT FINISH)
SLOPING SOFFIT TO MATCH ROOF 10º

EXTRACTOR FAN 
THROUGH CEILING
CAVITY TO 
SOUTHERN WALL

A-09

Reflected ceiling plan
Scale 1:100

A-09

Floor finishes
Scale 1:100

AB

AB

AB

F
S

 

 

 

 

 

 

 

 

 

 

  

S HWC

Telephone Outlet
Mains Operated Battery Backup 
Smoke Detector (ceiling Mounted)

ELECTRICAL LEGEND

S

Light Switch 
Double Light Switch 
2 Way Light Switch 2

Ceiling Light

Extract Fan

Single Power Outlet
300 Above Floor Level
Unless Otherwise Stated
Double Power Outlet
300 Above Floor Level
Unless Otherwise Stated

StoveS
FridgeF

Distribution Board
Hot Water Cylinder

Double Power Outlet
200 Above Bench Height

AB

HWC

 

 

Dimmer to LightD

D

 

 
D

D

D

05

A-10

05

A-12A-09

Floor finishes
Scale 1:100
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Details

HITCHCOCK WHARE UKU

STATE HIGHWAY 30

ROTOITI

6022

1:50

RHAC/MH

A-10

BC Issue -Wall Corner Junction 
Clarification

07/11/07A

A

BUILDING CONSENT

300

10
0

10
0

50

150

HOT DIP GALV. D16 BAR 600 
ABOVE NIB WITH 600 LEG IN 
FOOTING LOCATED 150 FROM 
ENDS OF WALLS

D10 TIE & FLOOR STARTERS 
@ 400CTRS

STRIP FOOTING BEARING 
ON ORIGINAL GROUND MIN. 
BEARING CAPACITY 100KPA

4/D12 LONGITUDINAL REINFORCING
2 COATS BITUMEN PAINT ?

150MM EARTH WALL

DPC

100mm R/C SLAB 665 MESH CENTRAL ON 40 
POLYSTYRENE  ON D.P.C ON 25mm SAND 
BLINDING ON MIN. 100mm COMPACTED 
HARDFILL.

40
0

70

32 min. bearing

140 x 45 purlins on end @1100 cc max. (800 end span) 

190 X 70 macracarpa RAFTERS 
@ 1200 cc fixed with 6 kN connection or 25x1mm strap with 
6/30 x 2.5mm nails into each rafter

on birdsmouth

300 x 63 Hyspan ridgebeam

Corrugate Colorcote ZR8 G550 Steel 0.40mm 
on 650 Flamestop on wirenetting 

R2.2 Insulation

Pair of CPC 40s cleats
4x 30x3.15ø nails and
2x 14gx35 screws into
ridge beam (each cleat)

130

Ridge flashing

13
A-06

ridge wall detail
Scale 1:10

BITUMISED FOAM BIRD PROOFING

SELECTED GUTTER 
REFER ROOF PLAN

160 X 20 FINGERJOINTED PINE 
FASCIA

6MM HARDIFLEX SOFFIT

140 x 45 MSG8 PURLIN AT 600 CC 
MAX. TO SUIT SOFFIT LINING H1.2

12
A-06

VERANDAH DETAIL
Scale 1.10

Corrugate Colorcote ZR8 G550 Steel 0.40mm 
on 650 Flamestop on wirenetting 

PACKERSNIPE 190 X 70 MACRACARPA RAFTERS TO 140MM ON 
OUTER EDGE, TO MATCH OTHERS, COPPER CAP ON END, 
FIX WITH 2/M12 BOLTS TO 90Ø UNIPOLE POST @ 8º

8º

COPPER CAP ON END OF RAFTER

BOWMAC BS85 IN CENTRE SLOT
FIXED WITH M12 BOLTS

300 x 63 Hyspan ridgebeam
packed with ply each side,
on double studs.

Corrugate Colorcote ZR8 G550 
Steel 0.40mm on 650 Flamestop on 
wirenetting 

R2.2 Insulation

Studs fixed to each side of ridgebeam 
with 2x 100x3.75ø bright steel nails plus
M12 bolt

Top plate fixed with 6 kN connection or 
25x1mm strap with 
6/30 x 2.5mm nails into each top plate

Studs nailed together with 90x3.55
nails @ 300cc alternating sides.

Connect base of double studs to the bottom plate (on top 
of bond beam) with a 12Kn connection under plate. 
400 long sheet brace strap under plate, 6x 30x3.15 nails 
each side of stud. T12-120 trubolt and 50x50x3 Galv. 
washer within 100mm of double stud.

Note:

130
Ridge flashing

19
0

14
0

05
A-05

TYPICAL LOAD BEARING WALL FOOTING
Scale 1:10

10
A-06

ROOF DETAIL
Scale 1:10

25MMX25MM ACRYLIC ADHESIVE 
IMPREGNATED POLY FOAM STRIP TO 
BE FIXED IN VERTICAL FULL HEIGHT 
CONTROL JOINT IN ACCORDANCE 
WITH NZS4299:1998/ OR TO 
ENGINEERS APPROVED ACCEPTABLE 
ALTERNATIVE

150MM THICK EARTH WALL

2
A-06

WALL DETAIL
Scale 1:10

REV. A
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BC Issue - Rev. Notes Clarification07/11/07A

A

BUILDING CONSENT

Corrugate Colorcote ZR8 G550 
Steel 0.40mm on 650 Flamestop 
on wirenetting 

190 x 70 MACRACARPA  
RAFTER SUPPORTED ON 
90 UNIPOLE H4 @ 8º
  

2 X M12 BOLTS

6MM HARDIFLEX SOFFIT

BARGEBOARD EX 200 X 30 
FINGERJOINTED PINE H3.2

Hidden verge gutter formed 
to sit in 50mm gap cut out of 
40x45 purlin/rafters

06
A-05

GABLE EAVE DETAIL 
Scale 1:10

16
A-06

TYPICAL EAVE DETAIL
Scale 1:10

500 X 50 
MACROCARPA TIMBER 
BARGE BOARD

15
A-05

Carport roof detail
Scale 1:10

BITUMISED FOAM BIRD PROOFING

EX 160 X 20 FINGERJOINTED 
PINE FASCIA H3.2

Ceiling lined with 
12mm ply on 
exposed 190 x 70 
macracarpa rafters

Corrugate Colorcote ZR8 G550 Steel 0.40mm 
on 650 Flamestop on wirenetting on 140 X 45
purlins on end @ 1100 cc max. (800 end span)
with R2.2 insulation on 12mm ply lining

6MM HARDIFLEX 
(paint finish) SOFFIT COPPER CAP ON 

END OF RAFTER FOLDED
 4 SIDES & FIXED WITH 
BRASS NAILS 

CONCRETE BOND BEAM WITH
PERMANENT R.S. TIMBER
SHUTTERS

Macracarpa rafter birdsmouthed
on 140 x 45 top plate fixed with T12 120
Trubolt @ 800cc into concrete bondbeam

150 RAMMED EARTH WALL (UKU)

12mm ply packer

140 x 45 H1.2 purlins on end @ 600 
cc max.  

190 X 70 VSG8 H3.2 PINE RAFTER 
fixed with 6 kN connection 
or 25x1mm strap with 
6/30 x 2.5mm nails into each rafter

Corrugate Colorcote ZR8 G550 Steel 0.40mm 
on 650 Flamestop on wirenetting 

90Ø H5 UNIPOLE POST

6mm Hardiflex soffit lining, paint finish

50
10

0

Bowmac S/S B35 T strap (cranked to suit
angle) M12 bolts slot strap into post & rafter.

Note: Use Bowmac S/S B85 strap slotted 
into beam/posts at other posts

130
Ridge flashing



MAX SPACING 1200crs

UKU D12 @ 1200 cc

60
0

150

NIB UPSTAND
FLOOR LEVEL

D16

CONCRETE

50
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BC Rev. Issue: Wall Flashing Details & 
Bond Beam Amendment

07/11/07A

A

BUILDING CONSENT
18
A-06

UKU FOOTING ELEVATION
Scale 1:10

BOND BEAM 
RE-INFORCED WITH 
2/ D16 
LONGITUDINAL WITH 
D12 DEVELOP
600mm INTO PANEL
(PLACED DURING 
CONSTRUCTION)

350 X 50 PERMANENT 
MACROCARPA  
SHUTTERING

150m Uku wall

GALV STEEL WITH 
CHROME
DOME NUTS on 10mm 
GALV ROD

380

60
0MAX 1200 crs

UKU150

30
0 BO

N
D 

BE
AM

D12 @ 1200cc

D16

2/ D16, top & 
bottom, with R6 
stirrups as per 
engineers 
specification

09
A-05

BOND BEAM DETAIL 
Scale 1:10

17
A-04

UKU WALL / BOND BEAM ELEVATION
Scale 1:10

03
A-09

UKU WALL FLASHING
Scale 1:10

150mm THICK 
UKU WALL

MAINS SWITCH 
DISTRIBUTION BOX 
SCREW FIXED TO 
UKU WALL

STAINLESS STEEL Z 
FLASHING FIXED 
REBATED & SEALED 
INTO UKU WALL

50

STAINLESS STEEL Z 
FLASHING SCREW FIXED & 
SEALED TO SURFACE 
MOUNTED MAINS BOX

REV.A

05
A-03

UKU WET AREA WALL FLASHING
Scale 1:10

UKU WALL

6MM HARDIGLAZE 
WALL LINING ON 20M 
STRAPPING

SEALANT

50

20MM TIMBER 
WALL STRAPPING

SHOWER UNIT ON 
BEDDING MIX 3:1

80MM WASTE 
OUTLET WITH 
REMOVABLE GRATE

UKU WALL

6MM HARDIGLAZE 
WALL LINING ON 20M 
STRAPPING

SEALANT

5050X25MM 
BATTEN (MIN)

BATH UNIT

06
A-03

UKU WET AREA WALL FLASHING
Scale 1:10
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BC Rev. Window Head Flashing Detail07/11/07A

A

BUILDING CONSENT

11
0

150

1912

48

19

25
70

15º

20º

3 LAYERS FLINTCOAT on top
of rammed earth wall

M10x180 H.D.GALV. COACH
SCREWS TO RE WALL @
900CRS

2 / D10 ALONG WITH 668 
MESH BETWEEN

POURED CONC SILL 
sealed with 3 coats 
Aquashield Clear

SEALANT

30x25x3 ALUMIN ANGLE 
TO MATCH JOINERY,
SCREW-FIXED OVER 
JAMB FIXING BLOCK

RAMMED EARTH JAMB-
BEYOND

UNEQUAL LEG CHAIR 
FRAME DIRECT FIXED
INTOMASONRY PLUGS 
IN CONC. SILL PACKER
BLOCKS BY INSTALLER
AS NECESSARY

JAMB FIXING BLOCK-
ENSURE 15mm EXTRA 
COVER BY ALUMIN OVER

AIR SEAL

NOTE: ALL DOORS & WINDOWS TO BE DOUBLE GLAZED 4/6/4

5 mm anti-capillary gap

SELECTED FLOOR COVERING REFER 
TO THE SPECIFICATION 0N 100mm 
ONCRETE SLAB  

SELECTED ALUMINIUM 
SLIDING DOORS
PACK TO LEVEL
CONTINUOUSLY SUPPORT 
DOOR TRACKS

AC ANGLE

SET DOWN 
DOOR TRACKS

FLASHING TO MATCH 
WINDOWS @ 15º

15
0

SLIDING DOOR HEAD/SILL DETAILS
Scale: 1:5

04

A-04

AIR SEALANT

35
 m

in

NOTE: ALL DOORS & WINDOWS TO BE DOUBLE GLAZED 4/6/401
A-04

AWNING WINDOW HEAD /  SILL
Scale 1:5

CONCRETE BOND BEAM WITH
PERMANENT R.S. TIMBER
SHUTTERS

ALUMIN. JAMB COVER
30x25x3 - BEYOND

20x20x1.6 ANGLE BED 
INTO SEALANT
EQUAL LEG CHAIR FRAME

 20º

AIR SEALANT

5 mm 
anti-capillary gap

FLASHING TO MATCH 
WINDOW

REV.A
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Flat packers to support unit

Water resistant  'Air Seal'
to perimeter of trim cavity

Water resistant  'Air Seal' to perimeter
 of trim cavity

Temporary packers
to support unit during installation

WANZ Sill pan & unit 
support block

CONCRETE BOND BEAM WITH
PERMANENT R.S. TIMBER
SHUTTERS REFER ENGINEERS 
DETAILS FOR REINFORCING & FIXING

ALUMIN. JAMB COVER
30x25x3 - BEYOND

140 x 45 top plate fixed with M12
dynabolt into concrete bondbeam

POURED CONC SILL 
sealed with 3 coats 
Aquashield Clear

SLIDING WINDOW HEAD/SILL DETAILS
Scale: 1:5

02

A-04

5mm min

 

 

 

 

 

 

 

 

 

 

Water resistant  'Air Seal' to 
perimeter of trim cavity

ALUMIN. JAMB COVER

Ex. 100 x 50 H3 pine jamb 
fixing block in earth wall with 
H.D. Galv 100mm nails into 
earth jamb @ 450cc

WANZ alum.window jamb

POURED CONC SILL 
sealed with 3 coats 
Aquashield Clear

SLIDING WINDOW JAMB DETAILS
Scale: 1:5

03

A-04

NOTE: ALL DOORS & WINDOWS TO BE DOUBLE GLAZED 4/6/4
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window schedule & detail

HITCHCOCK WHARE UKU

STATE HIGHWAY 30
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BC Issue -Amended Ring Beam Detail & 
D6 Removal

07/11/07A

A

BUILDING CONSENT

D2D1 D3 W1 D4 W5 W6W7

Stacker sliding door (no winders)Stacker sliding door with manual 
winder for fanlights

Sliding window

19
80

2370 2370

EQ EQ EQ EQ EQ EQ EQ EQ

1200 1800

EQ EQ 860 800 600 600

Sliding window Back door
with glass

Awning
window

860

Solid Front door
with glass side light

1260

W3 W4

W8 W9

D5

FG FG37
0

Awning
window

Awning
window

EQ EQ

1200

W2

Sliding window
Note: Kitchen window opening
to be flush with bench @ 900

23
50

90
0

10
00

NOTE:

1- CHECK ALL DIMENSIONS ON SITE BEFORE MANUFACTURE

2 - DOOR DIMENSIONS ARE LEAF SIZES.  ALL WINDOWS ARE 
DIMENSIONED TO THE INSIDE JAMB.  CHECK ALL OPENING 
DIMENSIONS WITH WINDOW MANUFACTURER TO ENSURE 
CORRECT TOLERANCES ARE ALLOWED FOR JAMBS, HEADS + 
SILLS.

3 - TOUGHENED SAFETY GLASS IN ALL DOORS & 
SIDELIGHTS, SIZE AS REQUIRED BY NZS2433

4 - ALL ALUMINIUM SECTIONS SHALL SUIT HARDWARE AS 
SCHEDULED

5 - ALL GLAZED DOORS & WINDOWS TO BE DOUBLE 
GLAZED 4/6/4

6 - CHECK SCHEDULE WITH PLANS AND SPECIFICATIONS

7 -  ALLOW FOR HIGH WIND ZONE

8 - UNDERCUT BATHROOM DOOR BY 40MM

DE
LE

TE
DE

LE
TE

Rev.A

Rev.A



Fixing Opening

Timber framing

Lining

Timber upstand
0.55 gauge BMT tray

zinc coated or
pre-painted factory

finish

Timber purlin

Corrugated roofing

0.55 gauge BMT tray zinc 
coated or pre-painted 
factory finish

Structure

Structure

Edge of flashing dressed 
down (soft edged) or 
notched

Underlay carried up
face of upstand

Corrugated roof

Timber purlin

Roof underlay

Section Down
Scale 1:5

Roof underlay

Malleable edge
dressed over
corrugations

11
0 

m
in

15
0 

m
in

. V
ar

ie
s 

W
ith

 R
oo

f P
itc

h

Skylight

Timber framing

Lining

Timber upstand

0.55 gauge BMT tray zinc 
coated or pre-painted factory 
finish

Section Across
Scale 1:5

Underlay carried up face of 
upstand

Roof underlay

Nogs (shaped to suit flashing profile) at 300 cc
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SKYLIGHT SR5 DETAILS
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BUILDING CONSENT

14
A-06

Fixed Skylight SR5 detail
Scale 1:5



Fixing/Trim Opening

Timber framing

Lining

Timber plate

15
0 

m
in

. V
ar

ie
s 

W
ith
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oo

f P
itc

h

Skylight base

Skylight base

0.55 gauge BMT tray
zinc coated or

pre-painted factory
finish

Timber purlin

Corrugated roofing

0.55 gauge BMT tray zinc 
coated or pre-painted 
factory finish

0.55 gauge BMT tray zinc 
coated or pre-painted factory 
finish

Structure

Structure

Edge of flashing dressed 
down (soft edged) or 
notched

Underlay carried up
face of upstand

Corrugated roof

Timber purlin

11
0 

m
in

Roof underlay

Section Down
Scale 1:5

Section Across
Scale 1:5

Roof underlay

Underlay carried up face of 
upstand

Roof underlay

Malleable edge
dressed over
corrugations
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BATHROOM SKYLIGHT details
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BUILDING CONSENT
11
A-06

Bathroom Fixed Ventilating Skylight LPF4 detail
Scale 1:5



NOTE:

Roof pitch 10º, high wind zone
x = 130mm minimum.
y = 2 crests minimum
EPDM Flexible boot Dektite 160 -300 (453 square base)

001
A-17

FLASHING OF THE FLUE
N.T.S.

Neoprene washer and 
profile washer 
over EPDM washer to 
allow for expansion.

Note: fixings to be on ridges
only, not in troughs

Neoprene washer and 
profile washer 
over EPDM washer to 
allow for expansion

Note: fixings to be on ridges
only, not in troughs

002
A-17

SOLAR PANEL FRAME CONNECTION TO ROOF DETAIL
N.T.S.
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SHADOWCLAD HORIZONTAL FIXING DETAIL
1:5
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BUILDING CONSENT

copyright shadowclad 2007
www.shadowclad.co.nz

Freephone: 0800 326 759

5 mm min.

Additional wrap or flashing
tape dressed over flashing

Shadowclad horizontal 'Z' flashing

Building wrap/paper continuous behind cladding

Nogging

Shadowclad cladding

Vertical section

Direct fix
Figure 16a: Horizontal joint

02
-

SHADOWCLAD HEAD DETAIL
1:5

Shadowclad cladding

Preformed proprietry 
corner flashing 

H3.1 20x40mm timber 
cavity battens

UKU wall

Conitunous building paper

Wall Insulation 

Optional external 40x20mm 
timber H3.1 corner batten 

50

Shadowclad cladding

Preformed proprietry 
corner flashing 

H3.1 20x40mm timber 
cavity battens

UKU wall

Conitunous building paper

Wall Insulation 

50

03
-

Supplimentary SHADOWCLAD CORNER DETAIL
1:5

02
-

Supplimentary SHADOWCLAD INT. CORNER DETAIL
1:5

REQUIREMENT TO BE CONFIRMED WITH 
ENGINEER POST OCCUPANCY

*

* *
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